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We investigate multichannel imaging radar systems employing coherent combinations of polarimetry and interferometry (Pol-
InSAR). Such systems are well suited for the extraction of bio- and geophysical parameters by evaluating the combined scattering
from surfaces and volumes. This combination leads to several important diﬀerences between the design of Pol-InSAR sensors
and conventional single polarisation SAR interferometers. We first highlight these diﬀerences and then investigate the Pol-InSAR
performance of two proposed spaceborne SAR systems (ALOS/PalSAR and TerraSAR-L) operating in repeat-pass mode. For this,
we introduce the novel concept of a phase tube which enables (1) a quantitative assessment of the Pol-InSAR performance, (2) a
comparison between diﬀerent sensor configurations, and (3) an optimization of the instrument settings for diﬀerent Pol-InSAR
applications. The phase tube may hence serve as an interface between system engineers and application-oriented scientists. The
performance analysis reveals major limitations for even moderate levels of temporal decorrelation. Such deteriorations may be
avoided in single-pass sensor configurations and we demonstrate the potential benefits from the use of future bi- and multistatic
SAR interferometers.
Keywords and phrases: synthetic aperture radar, polarimetric SAR interferometry, bistatic radar, remote sensing, temporal decor-
relation, forest parameter inversion.
1. INTRODUCTION
One of the key challenges facing synthetic aperture radar
(SAR) remote sensing is to force evolution from high-
resolution qualitative imaging to accurate high-resolution
quantitative measurement. However, quantitative estimation
of relevant physical parameters from SAR data is in gen-
eral nontrivial due to the fact that the radar measurables are
not directly related to the desired parameters. Thus, the ex-
traction of bio- and geophysical parameters often requires
the inversion of scattering models that relate the radar ob-
servables to physical parameters of the scattering process.
Due to the complexity of electromagnetic (EM) scattering
This is an open access article distributed under the Creative Commons
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processes, even simple scattering models contain more pa-
rameters than the number of observables oﬀered by a con-
ventional single-frequency, single-polarisation SAR acquisi-
tion. One approach to reduce the number of unknowns is
to utilise a priori information about the occurring scattering
process and/or to introduce simplifying assumptions. The
price to be paid is the restricted applicability in terms of va-
lidity range or transferability of the resulting inversion algo-
rithms. A more promising approach is to extend the dimen-
sion of the observation vector by means of multiparameter
SAR data acquisitions.
One very promising way to extend the observation space
is the combination of interferometric and polarimetric ob-
servations. SAR interferometry is today an established tech-
nique for estimation of the height location of scatterers
through the phase diﬀerence in images acquired from spa-
tially separated apertures at either end of a baseline [1, 2, 3].
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The sensitivity of the interferometric phase and coherence
to spatial variability of vegetation height and density make
the estimation of vegetation parameters from interferomet-
ric measurements at lower frequencies (C-, L-, or P-band) a
challenge [4, 5, 6, 7]. On the other hand, scattering polarime-
try is sensitive to the shape, orientation, and dielectric prop-
erties of scatterers. This allows the identification and separa-
tion of scatteringmechanisms of natural media by employing
diﬀerences in the polarisation signature for purposes of clas-
sification and parameter estimation [8, 9]. In polarimetric
SAR interferometry (Pol-InSAR), both techniques are coher-
ently combined to provide sensitivity to the vertical distribu-
tion of diﬀerent scattering mechanisms [10, 11, 12]. Hence,
it becomes possible to investigate the 3D structure of vol-
ume scatterers such as vegetation and ice, promising a break-
through in radar remote sensing problems.
Regarding the range of natural volume scatterers, forest
scatterers are the ones that obtained most of the scientific
attention over the last years leading to impressive results.
Indeed, accurate estimation of forest height from model-
based inversion of Pol-InSAR data has been demonstrated
and validated over a large range of temperate and boreal re-
gional test sites using airborne sensors [12, 13, 14, 15]. The
fact that forest height is the most important single forest
parameter for ecological as well as for commercial applica-
tions [16, 17, 18, 19] and that it allows an unbiased forest
biomass estimation [20, 21] makes its estimation in terms of
Pol-InSAR a key SAR technique. However, in order to evolve
from local/regional to large-scale/global demonstrations and
products—not only in forest applications—the implemen-
tation of Pol-InSAR technology in a spaceborne scenario is
essential.
For Pol-InSAR applications, the performance criteria
that apply to space-bornemissions/sensors are diﬀerent from
the ones used in conventional and diﬀerential InSAR topo-
graphicmapping applications. For conventional InSARDEM
generation, the system performance is measured against the
final height error—referred to a surface—that is composed of
(a) the standard deviation dictated by the overall system co-
herence for a given imaging geometry and scatterer structure
and (b) the height error introduced by the imaging geometry
estimation. Pol-InSAR applications now deal with parameter
estimation of natural volume scatterers based on the polari-
metric diversity of InSAR observations (i.e., coherence and
phase). Accordingly, one key criterion for the performance
of a Pol-InSAR configuration is how strong the InSAR co-
herence and phase vary with polarisation, and how accurate
this variation can be estimated. The actual level of the In-
SAR coherence aﬀects the overall performance through the
possible estimation accuracy of the observables rather than
in a direct way. The variation of InSAR coherence and phase
with polarisation and the uncertainty in their estimation—
as a consequence of nonunity coherence—depend on system
parameters as well as on structural properties of the volume
scatterer under consideration.
In Section 2, the individual decorrelation contributions
induced by the system, the imaging geometry, and the
scattering process are discussed with respect to Pol-InSAR
volume parameter inversion. The main system parameters
that impact the overall interferometric coherence are re-
viewed. The random volume over ground (RVoG) scattering
model is used to describe the eﬀect of the scatterer on the
InSAR observables as a function of system parameters. Even
if the discussion is held in a more general frame, the main
scenario considered in this paper is forest scattering at L-
band. Section 3 investigates the achievable performance of
a repeat-pass Pol-InSAR mission scenario. For this, two ac-
tual L-band missions will be considered as illustrative ex-
amples (ALOS/PalSAR and TerraSAR-L). It is shown that
the achievable performance will be strongly aﬀected even
by moderate levels of temporal decorrelation. Hence, sev-
eral single-pass Pol-InSAR mission scenarios will be inves-
tigated in Section 4. Such systems use multiple satellites fly-
ing in close formation and allow for the acquisition of in-
terferometric and polarimetric data during one satellite pass,
thereby minimizing the distortions from temporal decorre-
lation [22, 23, 24]. The performance analysis for a poten-
tial TerraSAR-L cartwheel configuration illustrates the ex-
cellent Pol-InSAR parameter inversion accuracy to be ex-
pected from such a polarimetric single-pass interferometer.
Section 5 concludes the paper with a general discussion of
the potentials and limitations of the investigated Pol-InSAR
mission scenarios for the acquisition of polarimetric and in-
terferometric data on a global scale.
2. PERFORMANCE ANALYSIS
In this section, we discuss the major system and scatterer pa-
rameters which aﬀect the accuracy of the Pol-InSAR volume
parameter inversion. A key quantity in estimating the perfor-
mance of any interferometric SAR system is coherence. As-
suming additive and statistically independent error sources,
the total coherence γ˜tot including both the interferometric
correlation coeﬃcient and the interferometric phase is given
by the product
γ˜tot = γSNR ·γQuant ·γAmb ·γCoreg ·γGeo ·γAz · γ˜Vol · γ˜Temp, (1)
where the right-hand side describes the individual error con-
tributions:
(i) γSNR: finite SNR due to thermal noise (scalar contribu-
tion),
(ii) γQuant: quantization errors (scalar contribution),
(iii) γAmb: range and azimuth ambiguities (scalar contribu-
tion),
(iv) γCoreg: coregistration and processing errors (scalar con-
tribution),
(v) γGeo: baseline decorrelation (scalar contribution),
(vi) γAz: decorrelation due to Doppler shift (scalar contri-
bution),
(vii) γ˜Vol: volume decorrelation (complex contribution),
(viii) γ˜Temp: temporal decorrelation (complex contribution).
The first six terms are decorrelation contributions due to sys-
tem, processing, and acquisition geometry eﬀects. They are
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scalar quantities as they contribute only to the overall inter-
ferometric correlation coeﬃcient. The last two terms are in-
troduced by the scatterer and reflect its structural and tem-
poral stability properties. They are complex contributions as
they also aﬀect the measured interferometric phase. In the
following, the individual contributions will be discussed.
2.1. Volume decorrelation
The penetration into and through natural volume scat-
terers (such as vegetation, sand, and ice) at longer wave-
lengths makes volume decorrelation an important decorre-
lation contribution. At the same time, it is γ˜Vol that contains
the physical information about the vertical structure of the
volume scatterer as it is directly related—after range spectral
filtering—to the Fourier transform of the vertical distribu-
tion of the eﬀective scatterers ρV (z) as [4, 7, 13]
γ˜Vol =
∫
ρV (z′) exp
(
iκzz′
)
dz′∫
ρV (z′)dz′
, (2)
where κz is the eﬀective vertical interferometric wavenumber
after range spectral filtering, which depends on the imaging
geometry and the radar wavelength
κz = κ∆θsin (θinc) (3)
with κ = 4π/λ for a repeat-pass mission scenario (κ = 2π/λ
for a single-pass mission scenario), the reference incidence
angle θinc, and the incidence angle diﬀerence ∆θ between
the two interferometric images induced by the baseline. To
perform a quantitative evaluation of γ˜Vol, a scattering model
describing the vertical distribution of the eﬀective scatterers
ρV (z) has to be introduced. An appropriate model for this is
the random volume over ground (RVoG) model [7, 12, 13]
which has been successfully exploited over the last years for
quantitative forest parameter estimation from multiparame-
ter InSAR data. The RVoG is a two-layer model (vegetation
layer and ground) that expresses the interferometric coher-
ence and phase as a function of four scatterer parameters: (1)
the volume thickness that corresponds to vegetation height,
(2) the volume extinction coeﬃcient that describes the atten-
uation through the vegetation layer, (3) the eﬀective ground-
to-volume amplitude ratio, defined as the ratio of the ground
scattering amplitude attenuated by the volume to the vol-
ume scattering amplitude, and (4) the phase related to the
underlying topography. According to the RVoG model, the
complex interferometric coherence γ˜Vol(w) after range spec-
tral filtering is given by [12, 13]
γ˜Vol(w) = exp
(
iφ0
) γ˜V +m(w)
1 +m(w) , (4)
where w is a unitary vector that defines the polarisation of the
interferogram and indicates the polarimetric dependency. γ˜V
denotes the coherence for the volume alone, which depends
on the extinction coeﬃcient σ for the random volume and
the volume thickness hV as
γ˜V = I
I0
,
I =
∫ hV
0
exp
(
iκzz
′) exp( 2σz′
cos θ0
)
dz′,
I0 =
∫ hV
0
exp
(
2σz′
cos θ0
)
dz′,
(5)
where φ0 is the phase related to the ground topography, and
m is the eﬀective ground-to-volume scattering ratio account-
ing for the attenuation through the volume
m(w) = mG(w)
mV (w)I0
, (6)
where mG is the scattered return from the ground seen
through the vegetation (including direct surface and dihe-
dral scattering contributions) and mV is the direct volume
scattering return [12].
The extinction coeﬃcient σ corresponds to a mean ex-
tinction value for the vegetation layer expressing scattering
and absorption losses. It is a function of the density of scat-
terers in the volume and their dielectric constant, and is as-
sumed to be independent of polarisation [12, 13]. Changes of
polarisation influence the interferometric coherence through
the variation of the ground-to-volume amplitude ratio m
that is the only model parameter that depends on the polari-
sation of the incident wave w. In the limit of zero extinction
coeﬃcient, γ˜V becomes the well-known sin(x)/x decorrela-
tion function:
γ˜V = exp
(
iφ0 +
iκzhV
2
) sin (κzhV /2)
κzhV /2
. (7)
According to (4), the eﬀective phase center is located above
the ground at a height that depends on the ground-to-
volume amplitude ratio m as well as the attenuation length
of the vegetation layer.
Figure 1 shows the variation of the interferometric phase
(Figure 1a) and the interferometric coherence (Figure 1b) as
predicted by the RVoG model for a volume thickness hV =
20m, with an extinction coeﬃcient σ = 0.3dB/m, and an
interferometric configuration with a vertical wavenumber of
κz = 0.15 rad/m (corresponding to a 2π height of 40m) as
a function of the ground-to-volume amplitude ratio m that
varies from −20dB to 20 dB. For illustration, we have as-
sumed 16 independent looks in deriving the interferometric
phase errors. Looking at the interferometric phase variation
(blue continuous line), one can see that the phase center for
practically zero ground contribution (at m = −20dB) is lo-
cated two thirds of the total volume height (indicated by the
red dashed line) above ground (indicated by the blue dashed
line) and moves monotonically with increasing ground con-
tribution towards ground level that is reached at m higher
than 10 dB.
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Figure 1: (a) Interferometric phase and (b) interferometric coherence as a function of the ground-to-volume amplitude ratiom (hV = 20m,
σ = 0.3dB/m, κz = 0.15 rad/m, 16 looks).
In contrast to the phase behaviour, the interferomet-
ric coherence variation, shown in Figure 1b, is not mono-
tonic with m: starting from almost no ground contribution
(m = −20dB) with a coherence corresponding to the vol-
ume layer alone (in this particular case at 0.7), the coher-
ence decreases with increasing ground contribution: due to
the scattering contribution at the bottom of the volume, the
overall (volume + ground) scattering center moves towards
ground. This way, the eﬀective volume seen by the interfer-
ometer increases, which in turn increases volume decorre-
lation. Further amplification of the ground contribution—
beyond a certain level—leads now to rising coherence values
as the ground becomes more and more the dominant scat-
tering contribution, and finally, for very strong ground con-
tributions, the coherence converges to one.
The separation of the phase centers at the diﬀerent polar-
isations (i.e., for diﬀerent values of m) depends on both the
variation of the phase center with m and the standard devi-
ation of the phase estimate associated to the corresponding
interferometric coherence value. In the phase variation plot
(Figure 1a), the red tube indicates the phase ±1 standard de-
viation region defined by the corresponding coherence vari-
ation (Figure 1b ) for 16 looks [25, 26, 27]: the standard de-
viation reaches its maximum in the lower coherence region
(−7dB < m < 2dB) and its minimum in the high coherence
area (m > 10dB).
The ability of a system configuration to separate the
phase centers at the diﬀerent polarisations (for a given scat-
terer configuration) can be expressed as the amount of the
ground-to-volume ratio variation ∆m required to cause a
phase variation larger than the phase standard deviation at
a given reference point on the m-axis. It becomes obvious
that thinner and/or steeper tubes correspond to a better
Pol-InSAR performance, as a vertical phase center separa-
tion larger than the standard deviation can be achieved by
smaller ∆m. Note that in Figure 1 the tube is only due to the
eﬀect of volume decorrelation (assuming an ideal InSAR sys-
tem). Any of the system-induced decorrelation contributions
of (1) will further reduce the coherence values leading to a
thicker tube. In this sense, system configurations that provide
overall thin and steep tubes—and keep the system-induced
tube contribution small compared to the volume decorrela-
tion contribution—are better suited for Pol-InSAR applica-
tions than broad tubes with small phase variation.
On the other hand, scattering scenarios in which the vari-
ation of polarisation leads to a wide range ofm values located
in the sensitive area of the phase tube allow optimal parame-
ter inversion. The range ofm values depends on the strength
of the underlying scattering process and its attenuation by
the vegetation layer.
2.1.1. Imaging geometry parameters
The choice of the spatial baseline has always to be opti-
mised with respect to the individual applications. In con-
ventional DEM generation, for example, large baselines that
provide high phase to height sensitivity are desired, lim-
ited only by the available system bandwidth (range spectral
decorrelation) and the terrain conditions. The baseline re-
quirements are diﬀerent in the case of Pol-InSAR applica-
tions over volume scatterers. Especially at longer wavelengths
volume decorrelation dictates the maximum useful baseline
length. Figure 2 shows the volume decorrelation according to
(5) expected for a volume height of 20m as a function of the
vertical wavenumber κz for diﬀerent volume extinction val-
ues. The coherence drops below the critical mark of 0.3 for a
κz value on the order of 0.2–0.3 rad/m. This corresponds to
about 40% of the critical baseline of ALOS-PalSAR and about
7% of the critical baseline of TerraSAR-L (assuming 80MHz
bandwidth).
However, note that even if a larger baseline increases vol-
ume decorrelation, it still provides a higher phase to height
sensitivity that may compensate (up to a certain baseline) the
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Figure 2: Volume decorrelation.
loss in coherence. In other words, the error in height caused
by a given phase standard deviation at a small baseline may
be finally larger than the error for a larger baseline, even if
for the larger baseline the phase standard deviation is larger
due to the higher volume decorrelation. The realisation of
small baselines, in order to keep volume decorrelation low
and to allow high coherence levels, can be a promising con-
cept as long as the system-induced decorrelation eﬀects are
kept small. If this is not the case, the system-induced decorre-
lation becomes large relative to the underlying volume decor-
relation and the small baseline concept fails due to the ad-
verse phase-to-height uncertainty transformation. The vari-
ation of the Pol-InSAR performance with diﬀerent baseline
lengths will be demonstrated in Sections 3 and 4. As a first
rule of thumb, the baselines should be chosen such that the
magnitude of the system-induced height errors is compara-
ble to the errors from volume decorrelation.
Another geometric parameter that aﬀects the perfor-
mance of a Pol-InSAR configuration is the incident angle. In
general, an increase of the incident angle leads to a reduc-
tion of the backscattered signal and thus to an increase of the
SNR decorrelation contribution. According to [28], the vari-
ation of backscattering (at X-, C-, and L-band) from forest
is in average 3–5 dB for incident angles in the range between
20 and 50 degrees. This aﬀects—as already discussed—the
estimation performance due to the additional decorrelation
contribution, and—if not accounted for—introduces a bias
in the parameter estimates.
Even more important is the dependency of the ground
attenuation on the incident angle. With increasing incident
angle, the travelled distance of the transmitted and scattered
waves through the vegetation layer increases, thereby increas-
ing the attenuation of the wave and making the eﬀective
ground contribution weaker. Figure 3a shows the wave at-
tenuation as a function of incidence angle assuming a vol-
ume height of hV = 20m for three diﬀerent extinction
coeﬃcients: σ = 0.3, 0.6, and 0.9 dB/m. It is characteristic
that a variation of the incident angle from 20 to 50 degrees
has the same eﬀect as an increase of vegetation height from 20
to 30 meters. Assuming that in first order the (polarimetric)
dynamic range of the ground scattering is independent of the
incident angle, the range of the eﬀective ground-to-volume
ratios remains constant with increasing incident angle but is
shifted towards lower m values as indicated in Figure 3b. At
35 degrees, the eﬀective ground-to-volume ratios are about
3 dB lower than at 25-degree incidence—for a mean extinc-
tion of 0.6 dB/m. In this sense, steeper incident angles are
favourable as they lead to higherm values. A variation of the
(polarimetric) dynamic range of ground scattering with in-
cident angle will additionally aﬀect the performance.
2.1.2. Reference scenario
The discussion above makes clear that the performance of a
Pol-InSAR system depends strongly on the parameters of the
scattering scenario. Data derived from simulations of a Scots
pine forest stand [29] will be used to define an appropriate
reference for the performance analysis (cf. Table 1). Note that
the parameters in [29] have been derived for an incident an-
gle of 45◦. In order to be compatible with the incident an-
gle range of the radar sensors considered in Sections 3 and
4 (the maximum incident angle for TerraSAR-L operating
in full polarimetric mode is 36◦), the parameter set had to
be adapted appropriately. The major diﬀerence relates to the
lower incident angle that will increase the ground-to-volume
amplitude ratios where a shift of the m values by +5 dB has
been assumed. This increase seems to be justified by the
lower total extinction in the volume, the stronger ground
contributions for steeper incident angles, and the fact that
the vegetation model in [29] did not account for the scat-
tering from understory. Furthermore, equal scattering coef-
ficients of −11 dB m2/m2 will be assumed for all polarisa-
tions. By this, we avoid diﬀerent SNR values that would lead
to diﬀerent performance predictions for the diﬀerent polar-
isations. Note that the number of independent radar pulses
recorded in the cross-polar channel is twice the number of
pulses recorded in each copolar channel. This increase of in-
dependent samples corresponds to an improvement of the
SNR by 3 dB which compensates in part the lower scattering
in cross-polarisation. The chosen scattering coeﬃcient corre-
sponds hence to an eﬀective cross-polar scattering coeﬃcient
of −14 dB m2/m2 which we regard as a lower bound for the
strength of the scattered signal. Hence, the parameters pro-
vided in Table 1 reflect rather conventional assumptions for
the investigated Scots pine forest scenario.
2.2. Temporal decorrelation
Temporal decorrelation is probably the most critical factor
for a successful implementation of Pol-InSAR parameter in-
version techniques in terms of conventional repeat-pass In-
SAR scenarios. Similar to any other system-induced decorre-
lation contribution, temporal decorrelation reduces the per-
formance of a Pol-InSAR configuration by biasing the vol-
ume decorrelation contribution that is used for parameter
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Figure 3: (a) Wave attenuation and (b) variation of ground-to-volume ratio as a function of the incident angle (volume height: 20m;
extinction coeﬃcient: 0.3, 0.6, and 0.9 dB/m).
Table 1: Parameters of reference scenario.
Reference scenario
Scots pine forest with a stem density
of 0.055 stems/m2
Scattering coeﬃcient
σ0 > −11dBm2/m2 (copolarisation)
σ0 > −14dBm2/m2 (cross-polarisation)
Incident angle < 35◦
Extinction 0.3 dB/m
Ground-to-volume ratios −26dB < m < −2dB
Height 20m
inversion. This leads to a larger standard deviation of the In-
SAR phase—for the same number of looks—and increases
the error bars of the parameter estimates.
Regarding vegetation height inversion applications, the
eﬀect of a biased volume decorrelation is more important as
it leads to overestimated heights. Figure 4a shows the estima-
tion error (in first order according to the RVoG model) for a
volume height of 20m (assuming σ = 0.0dB/m) as a func-
tion of temporal decorrelation at three vertical wavenumbers
(κz = 0.1, 0.15, and 0.2 rad/m). The corresponding coher-
ence variations are shown on the right-hand side. One can
see that, for small baselines (i.e., κz = 0.1 rad/m), tempo-
ral decorrelation on the order of 0.9 already causes an error
on the order of 20%. The impact becomes weaker for larger
baselines—as a consequence of an increased volume decor-
relation. For the 0.2 vertical wavenumber case, the height
bias reaches 10% for a volume decorrelation level of about
0.7. This makes clear that larger spatial baselines are advanta-
geous in the presence of moderate temporal decorrelation as
they minimise the introduced bias. However, larger baselines
lead at the same time to lower overall coherence values and
become critical at high temporal decorrelation levels.
In order to compensate the degradation in estimation
performance, temporal decorrelation has to be accounted
for in the modelling/inversion methodology. The amount
of temporal decorrelation for a given observation time de-
pends on the changing processes occurring. Unfortunately,
common natural decorrelation processes, as wind, evapo-
transpiration, thawing, and freezing processes, rain and snow
events, as well as human activities appear in time stochas-
tic (or with very short correlation time) rather than in a
regular fashion. Thus, even if it is possible to relate (or to
model) the decorrelation caused by diﬀerent changing pro-
cesses, it is very diﬃcult to conclude about the decorrelation
rising within a given time interval. Except for seasonal, nat-
ural, and cultivation cycles, geographic-dependent weather
event statistics and distribution statistics, as well as the re-
action time of the scatterers to certain weather phenomena,
there are not many constants that will allow even a rough
assessment of the amount of temporal decorrelation. Thus,
there are no models that are able to predict in a realistic way
general temporal decorrelation eﬀects as a function of time.
Hence, temporal decorrelation eﬀects—in the absence of
detailed knowledge about the changing processes—can only
be incorporated in scattering models in a very abstract way
[30, 31]. For long temporal baselines, both the volume and
the ground scattering componentsmay be aﬀected by tempo-
ral decorrelation and the decorrelation coeﬃcient may even
become complex—introducing a phase bias. In this case, in-
version performance collapses, as the number of unknowns
becomes larger than the number of available observables.
However, even if the general temporal decorrelation scenario
cannot be accounted for, special cases of dynamic processes
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Figure 4: (a)Height bias and (b) interferometric coherence as a function of temporal decorrelation.
may be accounted under certain assumptions [30]. With
decreasing temporal baseline, the most common temporal
decorrelation eﬀect over forested terrain is wind-induced
movement of “unstable” scatterers within the canopy layer as,
for example, leaves and/or branches, and so forth. This leads
to a relative change in the positions of the eﬀective scatter-
ers inside the resolution cell in the two acquisitions. Accord-
ing to this decorrelation scenario only the volume layer is af-
fected by temporal decorrelation and can be accounted for in
the model by a scalar decorrelation coeﬃcient. This case can
now be inverted
(i) in terms of a single baseline by fixing the extinction
coeﬃcient, leading to biased volume height estimates
[30] or
(ii) in terms of a dual-baseline Pol-InSAR scenario with-
out any additional assumptions and with enhanced in-
version performance [31, 32].
Regarding design and operation of a repeat-pass spaceborne
InSARmission, the definition of the repeat cycle has a critical
impact as it aﬀects a wide range of important issues such as
land coverage, mission duration, fuel consumption, and so
forth. The prevalent conclusion that the minimum repeat-
pass time interval leads to an optimum temporal decorrela-
tion performance becomes controvertible under the light of a
quasistochastic temporal decorrelation behaviour, especially
for scenarios with short repeat-pass times on the order of a
few days. Today, there is not suﬃcient evidence that allows
to conclude about if—for example—a three-day repeat-pass
mission scenario provides an appreciably better performance
on a global scale (with respect to quantitative parameter es-
timation) than a six-day or one-week repeat-pass time sce-
nario. On the other hand, a twice as long repeat-pass time
significantly relaxes mission and operation constraints.
2.3. Thermal noise decorrelation
The finite radiometric sensitivity of each interferometric
channel will cause a coherence loss γSNR which is given by
[33, 34]
γSNR = 1
1 + SNR−1
(8)
with the signal-to-noise ratio
SNR = σ0
(
θinc − α
)
NESZ
(
θinc − α
) , (9)
where σ0 is the normalised backscattering coeﬃcient. NESZ
is the noise equivalent sigma zero level of the system which
can be derived as [35, 36]
NESZ = 4
4π3r3v sin(θinc − α)kTBrgFL
PTxGTxGRxλ3c0τpPRF
(10)
with slant range r, satellite velocity v, incident angle θinc, local
slope angle α, Boltzmann constant k, bandwidth of the radar
pulse Brg , noise figure F, losses L, transmit power PTx, gain of
the transmit and receive antennas GTx and GRx, wavelength
λ, velocity of light c0, pulse duration τp, and pulse repetition
frequency PRF. The gain of the antenna can be approximated
by [35]
G{Tx,Rx} = 4π
λ2
A{Tx,Rx}, (11)
where ATx and ARx are the antenna areas of the transmitter
and receiver, respectively.
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Figure 5: SNR decorrelation.
For a fixed NESZ, γSNR depends on the backscattered
intensity and is therefore a function of frequency, polarisa-
tion, and incidence angle. In Figure 5, γSNR is plotted against
SNR. For an SNR of 0 dB, γSNR becomes 0.5, for SNR val-
ues below −10dB γSNR drops below 0.1, and for SNR val-
ues above 15dB γSNR ∼ 1. In consequence, for SAR sys-
tems characterised by NESZ values on the order of −25dB
to −30dB, SNR decorrelation over vegetated scatterers can
be—in general—neglected. However, for surface scatterers—
especially at longer wavelengths—characterised by very low
backscattering, it becomes an issue.
Regarding now the eﬀect on vegetation height inversion,
and ignoring for the moment all other decorrelation contri-
butions, SNR decorrelation superimposes to volume decor-
relation, and reduces the overall coherence. This leads—if
not accounted for—to an overestimation of volume height,
as hV = f (γV ) < hV = f (γVγSNR). In order to provide a
feeling for the amount of overestimation to be expected for a
volume height of 20m, the height error hV (γVγSNR)−hV (γV )
is plotted in Figure 6a as a function of the backscattering
coeﬃcient σ0 for a fixed NESZ of −25dB at three vertical
wavenumbers (κz = 0.1, 0.15, and 0.2 rad/m). One can see
that the 10% height error level (indicated by the red dashed
line) is reached for the shorter baseline (i.e., κz = 0.1 rad/m)
for σ0 values of about −11dB and for the longer baseline
(κz = 0.2 rad/m) for σ0 values of about −26dB. These val-
ues are on the order of the average σ0 values expected at C-
and L-band over vegetation for all polarisations and for in-
cidence angles between 20 and 40 degrees [26] so that in
this case SNR decorrelation is not a critical issue. The vari-
ation of the corresponding overall interferometric coherence
γ = γVγSNR is also shown in Figure 6b: the coherence values
at the right-hand side of each plot (i.e., at σ0 = 0dB) corre-
spond prettymuch to the “pure” volume decorrelation values
and drop down with decreasing σ0 values. The dashed line
indicates the 0.3 interferometric coherence level, as a critical
level below which quantitative InSAR applications reach the
limits of conventional interferometric performance. As seen,
this level is reached for σ0 values lower than −20dB, that is,
it is in general not critical for forest applications. Neverthe-
less, weak SNR eﬀects (for systems with NESZ levels better
than −25dB) become important (and critical) at short base-
line configurations when the overall expected coherence (in-
cluding the volume scatterer and the system) reaches high
levels—due to the unfavourable phase to height scaling.
2.4. Quantization
Another potential error source is due to the quantization of
the recorded raw data signals [36, 37]. In a strict sense, quan-
tization errors have to be regarded as a nonlinear and signal-
dependent signal distortion, but for the current investigation
it is reasonable to approximate them as additive white noise.
This is justified by comparing the phase error estimates com-
puted from the signal-to-quantization noise ratio (SQNR) to
the phase errors obtained from a simulation of the complete
quantizer (cf. Table 2). For this simulation, a nonuniform
Lloyd-Max quantizer [38] has been used, which will min-
imize the distortion for a given bit rate in case of a Gaus-
sian signal (assuming independent Cartesian quantization of
I and Q channels, see also [39]). It becomes clear that quan-
tization could bias the Pol-InSAR performance in case of a
low bit rate. Hence, a quantization with 4+4 bits/sample will
be assumed in the following. This will lead to a signal-to-
quantisation noise ratio (SQNR) of 20.2 dB and a coherence
of γQuant = 0.991.
2.5. Coregistration errors
Processing and coregistration errors can be modelled as
phase aberrations in the transfer functions of the SAR pro-
cessor. With δaz and δrg being the relative azimuth and range
shift between the two interferometric images in fractions of
a resolution cell, the coherence loss due to misregistration is
given by [34]
γCoreg =
sin
(
πδrg
)
πδrg
· sin
(
πδaz
)
πδaz
. (12)
A coregistration accuracy of 1/10 of an image pixel can be
expected in both azimuth and range. This will yield a coher-
ence of γCoreg = 0.97. Such a coherence loss may cause a small
height bias during the Pol-InSAR parameter inversion in case
of short interferometric baselines (cf. Figure 4a).
2.6. Ambiguities
Range and azimuth ambiguities deserve special attention in
the case of fully polarimetric SAR systems. This is due to
the fact that the acquisition of a fully polarimetric raw data
set will require the use of alternating transmit polarisations
in order to acquire the full scattering matrix, thereby re-
ducing the eﬀective PRF for the like-polarised components
by a factor of two. The rise of azimuth ambiguities could
in principle be avoided by a doubling of the PRF but this
would in turn cause a significant increase of range ambi-
guities. Usually, a compromise will be made which includes
(1) a reduction of the imaged swath and (2) a rise of the
PRF such that both range and azimuth ambiguities have a
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Figure 6: (a) Height error and (b) interferometric coherence as a function of σ0 for a fixed NESZ of −25dB.
Table 2: Signal-to-quantization noise and estimated standard deviation of single channel phase errors for a BAQ with nonuniform Lloyd-
Max quantization.
Bits
SQNR
(Llyod-Max
quantization)
Coherence
(theoretic)
Interferometric
phase error (from
coherence)
Simulation for optimum
Llyod-Max quantization
(1 channel) (2 channels)
2 + 2 9.3 dB 0.895 40.3◦ 30.7◦ 43.4◦
3 + 3 14.6 dB 0.966 23.9◦ 18.8◦ 26.6◦
4 + 4 20.2 dB 0.991 13.9◦ 10.5◦ 14.8◦
5 + 5 26.0 dB 0.997 7.8◦ 6.1◦ 8.6◦
comparable level. Any detailed analysis of the range and az-
imuth ambiguities will hence strongly depend on the chosen
system parameters like PRF, antenna tapering, swath width,
incident angles, as well as on the scattering characteristics
of the imaged scene. However, many of these parameters
have not been specified yet for the systems that will be con-
sidered in Sections 3 and 4. It would hence be diﬃcult to
make an exact prediction about the ambiguity to signal ra-
tio (ASR) at the current stage of analysis. Reasonable values
will be ASR < −20dB for the repeat-pass mission scenar-
ios in Section 3 and ASR < −14dB for the single-pass mis-
sion scenarios in Section 4. These values are supported by the
TerraSAR-L and ALOS system specifications as well as by de-
tailed performance investigations of a potential TerraSAR-L
cartwheel constellation [23, 40, 41]. As argued in [22], ambi-
guities will combine incoherently in the final interferogram.
The question of how far strong ambiguities may also bias the
Pol-InSAR parameter inversion accuracy due to a spatially
correlated interferometric phase oﬀset clearly deserves fur-
ther in-depth investigation, which is beyond the scope of this
paper. Hence, a simplifiedmodel will be adopted which treats
the contribution from ambiguities as additional noise with
an associated coherence loss given by [33]
γAmb = 11 + RASR ·
1
1 + AASR
, (13)
where RASR and AASR are the range and azimuth ambiguity
to signal ratios, respectively. The coherence loss due to ambi-
guities would hence be γAmb = 0.98 for the repeat-pass mis-
sion scenarios and γAmb = 0.92 for the single-pass mission
scenarios.
2.7. Baseline andDoppler decorrelation
The coherence loss from nonoverlapping Doppler and
ground range spectra can be compensated performing range
and azimuth spectral filtering to a common frequency band
(γGeo = γAz = 1.0). The reduced bandwidth will imply a re-
duced number of looks for a given independent postspacing,
which will be taken into account in the computation of the
final height errors.
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2.8. Estimation of interferometric phase errors
From the total coherence γtot, it is now possible to derive the
interferometric phase error. This estimation is based on the
assumption that all noise contributions to the two interfer-
ometric channels may be modelled by a linear superposition
ofmutually uncorrelated, complex, circular, stationary, white
Gaussian processes [34]. The probability density functions of
the phase diﬀerence pϕ(ϕ) between the two interferometric
SAR channels is then given by [27]
pϕ(ϕ) = Γ(n + 1/2)
(
1− γ2tot
)n
γtot cosϕ
2
√
πΓ(n)
(
1− γ2tot cos2 ϕ
)n+1/2
+
(
1− γ2tot
)n
2π
F
(
n, 1;
1
2
; γ2tot cos
2 ϕ
)
,
(14)
where n is the number of independent looks, F the Gauss hy-
pergeometric function [42], and Γ the gamma function. In
order to compute the number of looks, we have to take into
account that range and azimuth filtering has been assumed
for an optimisation of the interferometric coherence. As a re-
sult, the bandwidth in each channel will be reduced, thereby
increasing the geometric resolution and decreasing the num-
ber of independent looks for a given postspacing. The num-
ber of independent looks is given by
n = ∆x
∆rg
· ∆y
∆az
, (15)
where ∆x and ∆y are the independent post spacings of the
final Pol-InSAR product in range and azimuth, respectively.
The range resolution ∆rg may be computed from [36]
∆rg = c0 cos(α)
2Brg sin
(
θinc − α
) · B⊥,crit
B⊥,crit − B⊥ , (16)
where B⊥ is the interferometric baseline perpendicular to the
line of sight and
B⊥,crit =
qBrgλr tan
(
θinc − α
)
c0
(17)
is the critical baseline for the investigated configuration. The
factor q will be 1 for a repeat-pass scenario and 2 for a single-
pass scenario.
As mentioned above, we assume also azimuth filtering of
the two channels prior to forming the interferogram in order
to prevent any decorrelation due to diﬀerent Doppler cen-
troids. In case of a single-pass scenario, this will lead to a de-
graded azimuth resolution [36]
∆az = vgrd
Bproc − ∆ f with ∆ f =
∣∣ fDop,1 − fDop,2∣∣, (18)
where Bproc is the processed Doppler bandwidth (1200Hz for
the investigated multistatic TerraSAR-L Pol-InSAR configu-
ration in Section 4). It is clear that the relative shift of the
Doppler centroids will strongly depend on the selected or-
bital configuration. For a repeat-pass scenario, the Doppler
shift due to antenna pointing inaccuracies may be neglected
and the azimuth resolution is approximated by
∆az = v
Bproc
≈ dant
2 · 0.888 . (19)
For an estimate of the final phase diﬀerence in the complex
interferogram, we use the standard deviation of pϕ(ϕ) from
(14) which is given by
σϕ =
√∫ π
−π
ϕ2pϕ(ϕ) · dϕ. (20)
The height error is then derived from the interferometric
phase error by [43]
∆h = λr sin
(
θinc
)
q2πB⊥
· σϕ = 1
κz
· σϕ. (21)
Note that the conventional estimation of the interferometric
coherence is biased [25] especially for low coherence values.
In order to avoid biased coherence estimates, a suﬃciently
large number of samples has to be used for the coherence
estimation. Uncompensated coherence bias leads to an over-
estimation of the underlying coherence and may lead to an
underestimation of the estimated forest height.
Apart from spectral decorrelation, the range bandwidth
also aﬀects the SNR decorrelation contribution as it defines
the additive thermal noise power contribution. Under the as-
sumption of a constant power spectral density of the thermal
noise, the relation between system bandwidth and thermal
noise power is linear [35], so that a duplication of system
bandwidth leads to a duplication of the noise power thus in-
creasing SNR decorrelation and decreasing the overall coher-
ence. On the other hand, a larger bandwidth oﬀers the advan-
tage of a higher spatial resolution that allows—for achieving
the same final resolution—the implementation of a higher
number of looks in InSAR processing. The strong decrease
of the interferometric phase standard deviation with increas-
ing number of looks is—especially for small look numbers—
essential for achieving high phase accuracy.
To provide a quantitative assessment of the eﬀect of range
bandwidth on the performance of a given Pol-InSAR config-
uration, the standard deviation of the interferometric phase
as a function of system bandwidth is evaluated, account-
ing the counteraction of SNR decorrelation and the num-
ber of available looks. Assuming a linearly increasing noise
power and an SNR level of 10 dB at 50MHz (typical for a
TerraSAR-L-like configuration), Figure 7 shows the variation
of the standard deviation of the InSAR phase as a function
of the available bandwidth assuming a volume coherence of
0.85 (Figure 7c), 0.70 (Figure 7b), and 0.55 (Figure 7a) (cor-
responding to a volume height of 20m with an extinction
coeﬃcient of 0.3 dB/m seen by an interferometric system
with a vertical wavenumber of 0.1, 0.15, and 0.20 rad/m at
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Figure 7: Standard deviation of the InSAR phase as a function of
system bandwidth for a volume coherence of (a) 0.55, (b) 0.70, and
(c) 0.85.
35◦ incidence). With decreasing coherence level, the perfor-
mance improvement with bandwidth saturates later, because
the reduction of phase variation with increasing number of
looks is stronger at lower than at higher coherence values.
This is a noteworthy diﬀerence to the situation given in con-
ventional InSAR topography estimation where—due to the
generally high assumed overall coherence levels—the benefit
of an increase in bandwidth saturates very fast.
3. REPEAT-PASSMISSION SCENARIOS
This section investigates the achievable performance of
repeat-pass Pol-InSAR mission scenarios where the polari-
metric and interferometric data are acquired with a sin-
gle satellite. The use of subsequent satellite passes for Pol-
InSAR data collection will imply a significant time-lag of sev-
eral days between the acquisitions of the two interferometric
SAR images. As already mentioned in the introduction, two
satellites with fully polarimetric capabilities have been cho-
sen as representative examples for the performance analysis:
TerraSAR-L [41] and ALOS/PalSAR [44].
3.1. TerraSAR-L
This section analyses the achievable Pol-InSAR performance
for TerraSAR-L. A description of the TerraSAR-L mission
may be found in [41, 45] and the middle column of Table 3
summarises those parameters which have been used in the
current performance evaluation. To avoid the necessity of
computing the performance for each swath position, a con-
stant antenna loss factor of 3 dB has been assumed to account
for the diﬀerences in the antenna gain for diﬀerent elevation
angles. This value seems to be reasonable for the assumed
40 km swath but the exact range profile will of course depend
on the imaged swath width, the incident angle, as well as the
selected antenna tapering. The chirp bandwidth of 80MHz
has been chosen to provide a large number of looks for a
given range resolution, thereby minimizing the phase errors
due to volume, SNR, and temporal decorrelation.
The estimated height errors for TerraSAR-L are shown
in Figure 8 as a function of the ground-to-volume scatter-
ing ratio m for four diﬀerent baselines. All errors are indi-
cated as ±σh (standard deviation of the height error) rela-
tive to the mean height of the phase centre. An independent
post spacing of 50m × 50m (i.e., 1/4 ha) has been assumed
which corresponds to approximately 117 independent looks
for the given range bandwidth of 80MHz. The green tubes
show the height errors due to volume decorrelation for a
vegetation layer with a height of 20m and an extinction co-
eﬃcient of 0.3 dB/m. The blue areas show additional errors
due to the limited system accuracy, and the red areas indi-
cate the total errors in case of temporal decorrelation (solid:
γtmp = 0.8, dashed: γtmp = 0.6, dotted: γtmp = 0.4). The ex-
pected range of ground-to-volume ratios provided in Table 1
(mmin = −26dB and mmax = −2dB) is indicated by the
darker areas of the height error tubes.
It becomes clear that a separation of the phase centres
with diﬀerent polarisations may become diﬃcult for the
Spaceborne Polarimetric SAR Interferometry 3283
Table 3: Parameters for performance analysis.
Parameter TerraSAR-L ALOS/PalSAR
Wavelength 0.238m 0.236m
Orbit height 629 km 691 km
Chirp bandwidth 80MHz 14MHz
Eﬀective peak Tx power 4,7 kW 2 kW
Duty cycle (for each polarisation) 3,5% (7%/2) 3,5% (7%/2)
Receiver noise figure 2.5 dB 4 dB
Losses (Rx, proc., atm.) 2 dB 2 dB
Losses across swath (40 km swath) < 3dB < 3dB
Antenna size (Tx, Rx) 11m × 2.86m 8.9m × 3.1m
Coregistration accuracy 1/10 pixel 1/10 pixel
Quantisation 4 bit (BAQ) 4 bit (BAQ)
Repeat cycle 14 days 46 days
Independent postspacing 50m × 50m 50m × 50m
indicated range of ground-to-volume ratios in case of high
temporal decorrelation (γtmp ≈ 0.4). A separation of the
phase centres will only be possible for a narrow range of per-
pendicular baselines in the order of 800m. Other baselines
and lower temporal coherence will cause significant overlaps
of the two probability density functions (pdfs) of the inter-
ferometric phase at the extremes of the indicated ground-
to-volume scattering range. Note that this optimum baseline
length will of course depend on the height, the extinction,
and the expected range of ground-to-volume ratios of the in-
vestigated scenario.
The estimated range of m values in Table 1 assumes a
Scots pine forest with a height of 20m imaged at an inci-
dent angle of 35◦. Other scenarios could result in a shift of
both the low and high m values. Furthermore, a decrease
of the incident angle is expected to increase the ground-to-
volume ratios (cf. Section 2.1.1). A positive shift of them val-
ues would significantly improve the inversion performance
due to the strong decrease of the interferometric phase cen-
tre associated with a slight increase of the ground-to-volume
ratio. For medium baselines on the order of 400m to 800m
and for m values in the range of −5dB to +5dB, there is an
approximately linear phase centre decay of ca. −0.7m/dB in
the investigated example. A possible shift of the m-range by
6 dB to the right would hence increase the measurable height
diﬀerence from 5m tomore than 9m. In this case, the perfor-
mance estimation predicts a reliable separation of the phase
centres even for γtmp = 0.4 where the standard deviation of
the height errors will be below ±2m (±3.5m) for a perpen-
dicular baseline of 800m (400m).
High vegetation layers with high total extinction and
lower ground-to-volume ratios as well as a reduced tempo-
ral coherence may deteriorate the performance. This can be
compensated by an increase of the independent postspacing,
thereby increasing the number of independent looks avail-
able for spatial averaging. The error tubes will become thin-
ner by a factor which is approximately inverse to the square
root of the number of looks. The baselines should be again
in the order of 800m for the investigated Scots pine scenario
to enable an optimal separation of the phase centres.
3.2. ALOS/PalSAR
This section illustrates the achievable Pol-InSAR perfor-
mance for ALOS/PalSAR operating in a repeat-pass mode.
The relevant system parameters used in the current per-
formance evaluation are summarised in the right column
of Table 3. Figure 9 shows the expected height errors for a
ground resolution of 50m × 50m. As can be seen by com-
parison with Figure 8 for TerraSAR-L, the height errors will
become significantly larger for ALOS/PalSAR. Themajor rea-
son for the increased phase and height errors is the reduced
number of looks due to the small system bandwidth provided
by ALOS/PalSAR in the fully polarimetric mode (14MHz
versus 80MHz in TerraSAR-L).
It becomes clear that for a ground resolution of 50m ×
50m the separation of diﬀerent phase centres with diﬀer-
ent polarisations will become quite diﬃcult for the indicated
range of ground-to-volume ratios. A separation of the phase
centres seems to be only possible for baselines on the order
of 800m if the coherence loss due to temporal decorrelation
remains very small (γtmp > 0.8, red solid tube in Figure 9). A
higher coherence loss would already cause a significant over-
lap of the two probability density functions (pdfs) of the in-
terferometric phase at the extremes of the ground-to-volume
range (mmin = −26dB and mmax = −2dB). As can be seen,
this is true for all interferometric baselines. The lowest er-
rors are to be expected for a baseline of ca. 800m, where we
have standard deviations of the height errors of ca. ±2.5m,
±3.5m, and ±6m for γtmp = 0.8, 0.6, and 0.4, respectively,
while the separation of the phase centres within the indicated
ground-to-volume range is only ca. 5m. From this, we con-
clude that a very low accuracy has to be expected for the in-
version of the Scots pine forest reference scenario acquired
with ALOS/PalSAR. The major reason may be found in the
small range bandwidth of 14MHz, which allows only for a
small number of looks (between 25.2 looks for B⊥ = 200m
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Figure 8: Performance estimation for a TerraSAR-L repeat-pass forest scenario with diﬀerent interferometric baselines and an independent
postspacing of 50m× 50m. ((a) B⊥ = 200m; (b) B⊥ = 400m; (c) B⊥ = 800m; (d) B⊥ = 1600m.) The volume height is 20m, the extinction
coeﬃcient is 0.3 dB/m, and the incident angle is 35◦. The indicated baselines are perpendicular to the line of sight. Green tubes show height
errors due to volume decorrelation, blue tubes show additional errors due to the limited system accuracy, and red tubes indicate the total
errors in case of temporal decorrelation (solid: γtemp = 0.8, dashed: γtemp = 0.6, dotted: γtemp = 0.4). The expected range of ground-to-volume
ratios ranging from −26dB to −2dB is indicated by the darker areas of the height error tubes.
and 19.5 looks for B⊥ = 1600m at an independent postspac-
ing of 50m × 50m). Furthermore, the limited range band-
width would prohibit the use of larger baselines in case of
lower vegetation layers due to a significant increase of base-
line decorrelation.
The poor Pol-InSAR performance may be alleviated by
an increase of the ground resolution. For example, an in-
crease of the independent postspacing from 50m × 50m to
100m × 100m would decrease the phase errors by a factor
of approximately two. In this case, it would become pos-
sible to tolerate moderate values of temporal decorrelation
(γtmp ∼ 0.6) in case of appropriately chosen interferometric
baselines. In this context, it is also important to note that the
predicted improvement with increasing ground resolution
depends strongly on the assumption that all errors caused
by the time-lag between the acquisitions of the interferomet-
ric SAR images can be modelled by a stationary and addi-
tive random field with white power spectral density. This
implies uncorrelated and homogeneous noise statistics in
neighbouring resolution cells. Further studies have to show
whether this assumption is justified for all types of temporal
scene changes.
4. SINGLE-PASSMISSION SCENARIOS
The previous investigations revealed that temporal decor-
relation will put a strong limit to the achievable perfor-
mance in a repeat-pass Pol-InSAR mission scenario. Further
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Figure 9: Performance estimation for ALOS/PalSAR repeat-pass scenario with diﬀerent interferometric baselines and an independent
postspacing of 50m × 50m. ((a) B⊥ = 200m; (b) B⊥ = 400m; (c) B⊥ = 800m; (d) B⊥ = 1600m.) The volume height is 20m, the ex-
tinction coeﬃcient is 0.3 dB/m, and the incident angle is 35◦. The indicated baselines are perpendicular to the line of sight. Green tubes show
height errors due to volume decorrelation, blue areas show additional errors due to the limited SNR, and red areas indicate the errors for
temporal decorrelation (solid: γtemp = 0.8, dashed: γtemp = 0.6, dotted: γtemp = 0.4). The expected range of ground-to-volume ratios ranging
from −26dB to −2dB is indicated by the darker areas of the height error tube.
limitations may arise from distortions of the interferometric
phase by atmospheric disturbances [3] and shifts of the po-
larimetric base by diﬀerent Faraday rotations during the two
satellite passes [46]. To avoid such fundamental limitations,
several spaceborne single-pass InSAR mission concepts have
been suggested over the last years. While most of these mis-
sions have primarily been designed for operation in a single-
polarisation mode, they can be extended/upgraded to pro-
vide fully polarimetric capabilities. The first suggestion for
such an upgrade was the polarimetric extension of the inter-
ferometric cartwheel which has been proposed in 2002 by a
joint initiative of CNES and DLR in the framework of the
ESA Earth Observation Envelope Programme (VOICE pro-
posal [24]).
One opportunity to acquire interferometric data in a sin-
gle pass is to use two antennas mounted on a single space-
craft. A prominent example for such a configuration is the
Shuttle Radar Topography Mission (SRTM) which was the
first and up to now only single-pass cross-track interfer-
ometer in space [47]. However, this boom concept suﬀers
from the maximum achievable length of the interferomet-
ric baseline, thereby limiting its potential Pol-InSAR ap-
plication mainly to short wavelength imaging of thick vol-
umes with low extinction [48]. As an alternative, several sug-
gestions have been made to use two or more independent
spacecrafts for the simultaneous acquisition of interferomet-
ric data with reconfigurable baselines of almost arbitrary
length [22, 36, 49, 50, 51, 52, 53]. In such a scenario, close
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Figure 10: Satellite formations for single-pass cross-track interferometry: (a) fully active tandem in HELIX formation, (b) interferometric
cartwheel (semiactive), and (c) semiactive trinodal pendulum (semiactive).
formations will be preferred to avoid baseline decorrelation,
temporal decorrelation, and atmospheric disturbances. Mul-
tisatellite constellations can be grouped into two major cat-
egories: (1) fully active constellations where each satellite
has both transmit and receive capabilities and (2) semiactive
satellite constellations which combine an active illuminator
with several passive receivers.
Fully active SAR constellations use conventional radar
satellites flying in close formation to acquire interferomet-
ric data during a single pass (cf. Figure 10a). Examples of
fully active SAR constellations are twin satellite formations
like the Radarsat 2/3 tandem [50] or TanDEM-X [51], as well
as multisatellite constellations like the Technology Satellite of
the 21st Century (TechSAT, [52]). Fully active constellations
have in general a higher sensitivity and flexibility, are less
prone to ambiguities, and enable easier phase synchroniza-
tion like in a ping-pong mode with alternating transmitters
or by a direct exchange of radar pulses. Furthermore, they
provide also a pursuit monostatic mode as a natural fallback
solution in case of problems with orbit control or instrument
synchronization.
Semiactive SAR constellations use multiple passive re-
ceivers in combination with one active radar illuminator.
Passive receivers will enable a cost-eﬃcient implementation
of a spaceborne SAR interferometer since the low-power de-
mands and the use of deployable antennas will allow for an
accommodation of the payload on low-cost microsatellites.
The opportunity to use small and light-weight microsatel-
lites will also significantly reduce the launch costs. The cost
advantage is especially pronounced if the receiver constella-
tion is combined with a conventional SAR mission. A first
proposal for a semiactive interferometric SAR mission was
the interferometric cartwheel [54] and some extensions of
this concept have been presented in [23, 36]. Figure 10 shows
two examples of semiactive SAR constellations. The inter-
ferometric cartwheel ([22], Figure 10b) and the cross-track
pendulum [36] have both been designed to provide one
almost constant cross-track baseline across the whole or-
bit. Alternatives are constellations which provide multiple
interferometric baselines at a fixed baseline ratio. Such
a multibaseline acquisition will substantially alleviate the
problem of resolving phase ambiguities in case of large base-
lines, but a latitude-based acquisition strategy has to be ap-
plied to achieve global coverage [40]. One example for such a
configuration is the trinodal pendulum [55], which is shown
in Figure 10c. Another example for a multibaseline SAR in-
terferometer is the two-scale cartwheel [56]. Both config-
urations have been suggested in the framework of a joint
DLR/CNES TerraSAR-L cartwheel constellation study, which
has been initiated and supported by ESA with the major
goal to derive a digital elevation model (DEM) on a global
scale [57]. The performance analyses in this study demon-
strated that an excellent height accuracy may be achieved by
using multibaseline acquisitions in single-polarisation mode
[23].
In the following, we will investigate the achievable per-
formance of fully polarimetric SAR constellations. The blue
tubes in Figures 8 and 9 may be regarded as first-order ap-
proximations of the achievable performance for a poten-
tial fully active tandem configuration consisting of either
two TerraSAR-L or two ALOS/PalSAR satellites, respectively.
Note that the indicated interferometric baselines should be
multiplied by a factor of two due to the bistatic operation
with only one transmitter. Furthermore, the performance
might be slightly worse in case of nonvanishing along-track
baselines due to a relative shift of the Doppler spectra.
As an example for a semiactive SAR configuration, we as-
sume an illumination by TerraSAR-L operating in alternat-
ing polarisation mode (cf. Table 3). In such a scenario, an
important issue arises from the small antennas of the pas-
sive receivers. The reduced antenna size is a prerequisite for
an accommodation of all receiver satellites in one common
launcher. The antenna size and its shape are further limited
by the maximum momentum that can be handled by a mi-
crosatellite. For the scope of the current investigation, we
assume a circular aperture with a radius of 1,5m. As com-
pared to a fully active TerraSAR-L tandem, the reduced size of
the receiver apertures will cause a loss of receiver sensitivity
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Table 4: Receiver parameters.
Parameter Value
Antenna size (Rx) circular: 3m
Receiver noise figure 2,5 dB
Rx + Proc. losses 2 dB
Losses across swath 3 dB (for 40 km swath)
Atmospheric losses 1 dB
Relative along-track displacement 1 km
Processed bandwidth 1200Hz
Coregistration accuracy 1/8 pixel
by more than 6 dB. Furthermore, the small receiver anten-
nas will also cause a rise of the ambiguity levels, which may
limit the unambiguous swath width as well as the operational
range to steeper incident angles [40]. Table 4 summarises the
parameters for the passive receivers.
A detailed sensitivity analysis has been performed assum-
ing the same scene parameters as for the repeat-pass mission
scenarios (cf. Table 1). The predicted variation of the vertical
phase centres is shown in Figure 11 together with the associ-
ated height errors assuming an independent postspacing of
50m × 50m. It is clear that the performance evaluation pre-
dicts a very good separation of the phase centres for inter-
ferometric baselines in the order of 1 km to 2 km. For exam-
ple, a baseline of 1.6 km and a ground-to-volume scattering
range from −26dB to 2 dB will cause a phase centre sepa-
ration which exceeds 6 times the standard deviation of the
height errors.
The red tubes in Figure 11 show additional errors from
a potential temporal decorrelation. Such errors may result
from a relative along-track displacement between the passive
receivers which will cause a delayed recording of the scattered
signals with equal Doppler frequencies. This delay will be ap-
proximately 70milliseconds for a receiver separation of 1 km.
Unfortunately, there exist no systematic and quantitative in-
vestigations of short-time decorrelation of vegetated areas
in L-band. Measurements in X-band indicate decorrelation
times below 50milliseconds for some tree species at mod-
erate windspeeds [58]. Temporal decorrelation is expected
to be significantly lower for L-band due to the longer wave-
length and the less pronounced scattering from the leaves.
For the current performance analysis, we made hence the
reasonable assumption that the temporal coherence exceeds
γtmp > 0.9 for time-lags below 100milliseconds. Note that
it is also possible to completely avoid such a residual tem-
poral decorrelation by minimizing the along-track displace-
ment between the satellites. For example, a slight change of
the eccentricity vectors in the trinodal pendulum will cause
a small vertical displacement at the northern and southern
turns (Helix configuration, see also [59]). Such a configu-
ration separates the receiver satellites by a combination of
vertical and horizontal cross-track displacements, and there
will be no crossing of the satellite orbits. The satellites may
hence be shifted arbitrarily along their orbits without any
collision risk. This concept is therefore well suited to provide
zero along-track baselines for the desired scene positions. A
detailed orbit analysis of this satellite formation can be found
in [60].
As mentioned before, the Pol-InSAR performance will
strongly depend on the scatterer characteristics, like volume
height, extinction, and scattering coeﬃcient. Each of these
parameters will influence the selection of an appropriate
baseline length. Hence, any optimisation of the satellite con-
stellation will require some a priori information about the
scenes to be imaged. Especially the expected range of volume
heights has to be known a priori in order to determine op-
timised baseline lengths. As an alternative, the operational
range of the SAR interferometer can be significantly extended
by using interferometric data acquisition with more than
one baseline. One example for such a configuration is the
tri-nodal pendulum which is shown in Figure 10c. This con-
stellation oﬀers the unique feature to acquire three interfer-
ograms with three diﬀerent baselines in a single pass. Such a
multibaseline acquisition may significantly alleviate the pro-
cess of model inversion. Note that the three interferograms
obtained with the trinodal pendulum will not be completely
independent, since the phase of the third interferogram is
determined by the phase of the two other interferograms.
Nevertheless, the simultaneous mapping with three diﬀerent
baselines will allow for the selection of an optimum base-
line for diﬀerent volume heights without the necessity to re-
arrange the satellite constellation. A combined evaluation of
the interferometric data from all interferograms may further
enhance the system performance and parameter inversion
accuracy. Indeed, it has been shown that the availability of
more than one baseline increases the performance of vegeta-
tion parameter estimates in terms of Pol-InSAR [31, 61]. Fur-
ther, it allows the inversion of more complex models—such
as, for example, three-layer models—providing more infor-
mation about the vertical structure of vegetation [31, 61].
5. DISCUSSION
We have shown that the performance of Pol-InSAR systems
depends on the measurable phase centre separation caused
by a mixture of combined surface and volume scattering.
The optimum configuration would then provide maximum
phase centre separation combined with high coherence. In
this way, important secondary products such as mean for-
est height may be estimated using a single-baseline, single-
wavelength sensor with accuracies approaching 10%. How-
ever, this performance is degraded by system and temporal
decorrelation eﬀects. We have quantified the combined ef-
fects of system and scattering coherence losses by introduc-
ing a new phase tube representation. This concept can then
be used to analyse the performance of practical Pol-InSAR
systems.
Our performance analysis in Section 3 revealed that
the accuracy of Pol-InSAR products acquired in a repeat-
pass mission scenario will be significantly aﬀected by tem-
poral decorrelation. Assuming that errors from temporal
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Figure 11: Performance estimation for fully polarimetric TerraSAR-L cartwheel constellation with diﬀerent interferometric baselines. ((a)
B⊥ = 400m; (b) B⊥ = 800m; (c) B⊥ = 1600m; (d) B⊥ = 3200m.) The volume height is 20m and the extinction coeﬃcient is 0.3 dB/m. The
independent postspacing is 50m × 50m and the given baselines are perpendicular to the line of sight. Green tubes show height errors due
to volume decorrelation, blue areas show additional errors due to the limited system accuracy, and red areas indicate the errors for temporal
decorrelation (γtemp = 0.9). The expected range of ground-to-volume ratios ranging from −26dB to −2dB is indicated by the darker areas
of the height error tube.
decorrelation can be treated as additive stationary white
noise, it is possible to reduce the errors in the final inter-
ferogram by spatial averaging. Further studies have to show
whether this assumption is justified for the diﬀerent tempo-
ral error sources like wind (systematic versus random shift
of twigs and leaves), defoliation, moisture changes, and so
forth. As discussed in Section 2, it is advisable to select sys-
tem bandwidths which are as high as possible since this will
increase the number of independent looks for a given inde-
pendent postspacing of the final product. In this way, it is also
possible to reduce the contributions from volume decorrela-
tion in case of large baselines. Themajor results of the perfor-
mance evaluation for each of the analysed satellite missions
may be summarised as follows.
TerraSAR-L
A reliable separation of the phase centres will become pos-
sible for the Scots pine forest reference scenario at low-to-
moderate temporal decorrelation. Higher temporal decor-
relation may require an increase of the spatial resolution
in the final Pol-InSAR product. The performance will fur-
ther strongly depend on the range of ground-to-volume ra-
tios provided by the diﬀerent polarisations. This range is ex-
pected to improve for lower incident angles.
ALOS/PalSAR
The performance model predicts a rather poor inversion ac-
curacy for the Scots pine reference scenario due to the low
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number of independent looks resulting from the small sys-
tem bandwidth of PalSAR (only 14MHz for fully polarimet-
ric operation). An acceptable performance may be achieved
by increasing the independent postspacing to 100m× 100m.
In this case, a separation of the phase centres would become
possible in case of low-to-moderate temporal decorrelation,
but it has to be noted that the coherence values may often
drop below these values due to the long repeat cycle of ALOS
(46 days). Potential orbit manoeuvres to change the orbit for
reduced repeat cycles for a limited mission period have been
investigated in [48].
Further critical issues for a repeat-pass mission scenario
arise from atmospheric disturbances and a relative shift of
the polarisation bases between the acquisitions of the inter-
ferometric images by diﬀerent amounts of Faraday rotation.
Atmospheric disturbances may cause a space variant phase
oﬀset between the two interferometric channels. This inter-
ferometric phase disturbance will have a high degree of spa-
tial correlation [3]. It is hence expected that such an oﬀset
will mainly aﬀect estimates of the ground topography phase
while leaving estimates of the residual model parameters un-
touched.
Faraday rotationmay become several tens of degrees at L-
band for solar maximum [46]. For single-pass InSAR config-
urations, it aﬀects both interferometric channels in the same
way, so that only absolute eﬀects become an issue. Because
Pol-InSAR applications like forest height estimation require
an absolute knowledge of the actual polarisation state only
for qualitative interpretation, the accuracy of conventional
quad-pol Faraday rotation calibration algorithms is suﬃcient
[62]. For repeat-pass InSAR configurations, the calibration
requirements become more critical as diﬀerent Faraday rota-
tion angles in the two observations may introduce a coher-
ence degradation biasing any height estimation. In this case,
the tolerance level of residual polarimetric phase errors for
reliable model inversion has still to be analysed in detail.
Regarding now conventional polarimetric calibration,
the Pol-InSAR requirements are—relatively—relaxed. High
cross-talk values compress the apparent ground-to-volume
ratiom value range directly aﬀecting inversion performance.
However, the dynamic range of m according to the simula-
tions used in this study is less than 20 dB so that as long as
the residual cross-talk values are better than this, the eﬀect
of cross-talk on forest height inversion can be ignored [63].
Relative polarimetric phase calibration is not critical for Pol-
InSAR applications as long as they do not introduce phase
oﬀsets between the individual baselines.
Finally, for the realisation of small baselines (in order to
control volume decorrelation on a mission basis), the orbit
control should be accurate enough to allow orbit mainte-
nance within 10%–20% of the shortest baselines. This means
that for 500–1000-meter baselines (i.e., about 10% of the
critical baseline for the ALOS/PalSAR configuration), orbital
tubes (i.e., orbit maintenance accuracy) of about 50–100 me-
ter have to be established. A further issue are baseline estima-
tion errors which will introduce two kinds of height errors: a
low-frequency topography tilt and a miss-scaling of the rel-
ative terrain variation due to the erroneous phase-to-height
conversion. They are critical for conventional InSAR DEM
generation, and aﬀect most Pol-InSAR applications in the
same way. Hence, the Pol-InSAR requirements on base-
line/orbit estimation are fulfilled by the conventional InSAR
requirements. A calibration of the Pol-InSAR products de-
rived from the model inversion process will also be compli-
cated by the unknown levels of temporal decorrelation which
could be mistaken as volume decorrelation in case of large
interferometric baselines.
A promising alternative to the conventional repeat-pass
mission scenarios with a single satellite are fully polarimetric
satellite formations which enable a quasisimultaneous acqui-
sition of the interferometric channels with a flexible imag-
ing geometry. Such bi- and multistatic satellite constella-
tions have been introduced and analysed in Section 4. Due
to the low level of temporal decorrelation, a good perfor-
mance is predicted providing a suﬃcient vertical phase cen-
tre separation even in case of a narrow range of ground-to-
volume scattering ratios m. If required, residual errors due
to short-term temporal decorrelation can be avoided by an
appropriate orbit/formation design. Furthermore, the influ-
ence of baseline errors is reduced by a factor of two in a
bistatic single-pass mission scenario. The simultaneous data
acquisition will also enable a direct evaluation of the GPS
phase carrier signals to determine the interferometric base-
lines (i.e., relative satellite position) with an accuracy be-
low 1 cm [51]. An important issue may arise from oscilla-
tor phase noise which will introduce a low-frequency az-
imuth modulation of the interferometric phase. This error
will therefore mainly influence estimates of the ground to-
pography phase ϕ0 while leaving other Pol-InSAR parame-
ters like volume height hv, ground-to-volume scattering ra-
tio m, and extinction σ mainly untouched. Oscillator phase
errors may, for example, be avoided by an appropriate syn-
chronisation link.
The baseline length for optimum Pol-InSAR perfor-
mance will strongly depend on the volume height to be im-
aged. Hence, the selection of an optimised Pol-InSAR satel-
lite constellation will require some a priori knowledge of the
volume height. An alternative is the interferometric data ac-
quisition withmultiple baselines. Semiactive satellite constel-
lations like the trinodal pendulum enable the acquisition of
multiple interferograms with fixed baseline ratios in a sin-
gle pass. Small cross-track baselines are well suited to avoid
phase wrapping problems for high vegetation layers while
large baselines will allow for an improved accuracy in ar-
eas with low vegetation. It is expected that an excellent per-
formance can be achieved by combining the interferometric
data from several baselines.
A further opportunity in using a single-pass interferome-
ter is a staggered acquisition of diﬀerent polarisations. Such a
“repeat-pass polarimeter” will acquire the full scattering ma-
trices in several satellite passes. Such a scheme could be of
special interest for a semiactive satellite constellation like the
interferometric cartwheel or the trinodal pendulum, since it
will allow for the acquisition of a fully polarimetric and in-
terferometric data set without the necessity to increase the
complexity of the receiver hardware by a second polarimetric
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channel. A further advantage is the reduced susceptibility to
ambiguities, since each acquisition will only use a single po-
larisation in the transmitter. In case of an appropriately de-
signed microsatellite with circular antennas, the diﬀerent po-
larisations may be easily acquired one after the other by a
rotation of the microsatellites and an appropriate switching
of the transmitted polarisation plane. This will require one
(in case of using alternating Tx polarisations) or two (in case
of single Tx polarisations) additional passes. The latter case
will allow for an improvement of the SNR by 3 dB due to the
higher duty cycle. The impact of the coherence loss between
the polarimetric channels due to temporal decorrelation has
still to be investigated, but it may be speculated that the Pol-
InSAR performance will be less aﬀected than by a temporal
decorrelation between the interferometric channels.
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Perception is a complex process that involves brain activities
at diﬀerent levels. The availability of models for the represen-
tation and interpretation of the sensory information opens
up new research avenues that cut across neuroscience, imag-
ing, information engineering, and modern robotics.
The goal of the multidisciplinary field of perceptual signal
processing is to identify the features of the stimuli that deter-
mine their “perception,” namely “a single unified awareness
derived from sensory processes while a stimulus is present,”
and to derive associated computational models that can be
generalized.
In the case of vision, the stimuli go through a complex
analysis chain along the so-called “visual pathway,” start-
ing with the encoding by the photoreceptors in the retina
(low-level processing) and ending with cognitive mecha-
nisms (high-level processes) that depend on the task being
performed.
Accordingly, low-level models are concerned with image
“representation” and aim at emulating the way the visual
stimulus is encoded by the early stages of the visual system as
well as capturing the varying sensitivity to the features of the
input stimuli; high-level models are related to image “inter-
pretation” and allow to predict the performance of a human
observer in a given predefined task.
A global model, accounting for both such bottom-up and
top-down approaches, would enable the automatic interpre-
tation of the visual stimuli based on both their low-level fea-
tures and their semantic content.
Among the main image processing fields that would take
advantage of such models are feature extraction, content-
based image description and retrieval, model-based coding,
and the emergent domain of medical image perception.
The goal of this special issue is to provide original contri-
butions in the field of image perception and modeling.
Topics of interest include (but are not limited to):
• Perceptually plausible mathematical bases for the
representation of visual information (static and dy-
namic)
• Modeling nonlinear processes (masking, facilitation)
and their exploitation in the imaging field (compres-
sion, enhancement, and restoration)
• Beyond early vision: investigating the pertinence and
potential of cognitive models (feature extraction, im-
age quality)
• Stochastic properties of complex natural scenes
(static, dynamic, colored) and their relationships with
perception
• Perception-based models for natural (static and dy-
namic) textures. Theoretical formulation and psy-
chophysical validation
• Applications in the field of biomedical imaging (med-
ical image perception)
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The main focus of this special issue is on the application of
digital signal processing techniques for music information
retrieval (MIR). MIR is an emerging and exciting area of re-
search that seeks to solve a wide variety of problems dealing
with preserving, analyzing, indexing, searching, and access-
ing large collections of digitized music. There are also strong
interests in this field of research from music libraries and the
recording industry as they move towards digital music distri-
bution. The demands from the general public for easy access
to these music libraries challenge researchers to create tools
and algorithms that are robust, small, and fast.
Music is represented in either encoded audio waveforms
(CD audio, MP3, etc.) or symbolic forms (musical score,
MIDI, etc.). Audio representations, in particular, require ro-
bust signal processing techniques for many applications of
MIR since meaningful descriptions need to be extracted
from audio signals in which sounds from multiple instru-
ments and vocals are often mixed together. Researchers in
MIR are therefore developing a wide range of new meth-
ods based on statistical pattern recognition, classification,
andmachine learning techniques such as the HiddenMarkov
Model (HMM), maximum likelihood estimation, and Bayes
estimation as well as digital signal processing techniques such
as Fourier and Wavelet transforms, adaptive filtering, and
source-filter models. New music interface and query systems
leveraging such methods are also important for end users to
benefit from MIR research.
Although research contributions on MIR have been pub-
lished at various conferences in 1990s, the members of the
MIR research community meet annually at the International
Conference on Music Information Retrieval (ISMIR) since
2000.
Topics of interest include (but are not limited to):
• Automatic summarization (succinct representation of
music)
• Automatic transcription (audio to symbolic format
conversion)
• Music annotation (semantic analysis)
• Music fingerprinting (unique identification of music)
• Music interface
• Music similarity metrics (comparison)
• Music understanding
• Musical feature extraction
• Musical styles and genres
• Optical music score recognition (image to symbolic
format conversion)
• Performer/artist identification
• Query systems
• Timbre/instrument recognition
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Research into the design, development, and deployment
of networked sensing devices for high-level inference and
surveillance of the physical environment has grown tremen-
dously in the last few years.
This trend has been motivated, in part, by recent techno-
logical advances in electronics, communication networking,
and signal processing.
Sensor networks are commonly comprised of lightweight
distributed sensor nodes such as low-cost video cameras.
There is inherent redundancy in the number of nodes de-
ployed and corresponding networking topology. Operation
of the network requires autonomous peer-based collabora-
tion amongst the nodes and intermediate data-centric pro-
cessing amongst local sensors. The intermediate processing
known as in-network processing is application-specific. Of-
ten, the sensors are untethered so that they must commu-
nicate wirelessly and be battery-powered. Initial focus was
placed on the design of sensor networks in which scalar phe-
nomena such as temperature, pressure, or humidity were
measured.
It is envisioned that much societal use of sensor networks
will also be based on employing content-rich vision-based
sensors. The volume of data collected as well as the sophis-
tication of the necessary in-network stream content process-
ing provide a diverse set of challenges in comparison with
generic scalar sensor network research.
Applications that will be facilitated through the develop-
ment of visual sensor networking technology include auto-
matic tracking, monitoring and signaling of intruders within
a physical area, assisted living for the elderly or physically dis-
abled, environmental monitoring, and command and con-
trol of unmanned vehicles.
Many current video-based surveillance systems have cen-
tralized architectures that collect all visual data at a cen-
tral location for storage or real-time interpretation by a hu-
man operator. The use of distributed processing for auto-
mated event detection would significantly alleviate mundane
or time-critical activities performed by human operators,
and provide better network scalability. Thus, it is expected
that video surveillance solutions of the future will success-
fully utilize visual sensor networking technologies.
Given that the field of visual sensor networking is still in
its infancy, it is critical that researchers from the diverse dis-
ciplines including signal processing, communications, and
electronics address the many challenges of this emerging
field. This special issue aims to bring together a diverse set
of research results that are essential for the development of
robust and practical visual sensor networks.
Topics of interest include (but are not limited to):
• Sensor network architectures for high-bandwidth vi-
sion applications
• Communication networking protocols specific to vi-
sual sensor networks
• Scalability, reliability, and modeling issues of visual
sensor networks
• Distributed computer vision and aggregation algo-
rithms for low-power surveillance applications
• Fusion of information from visual and other modali-
ties of sensors
• Storage and retrieval of sensor information
• Security issues for visual sensor networks
• Visual sensor network testbed research
• Novel applications of visual sensor networks
• Design of visual sensors
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Filter banks for the application of subband coding of speech
were introduced in the 1970s. Since then, filter banks and
multirate systems have been studied extensively. There has
been great success in applying multirate systems to many ap-
plications. The most notable of these applications include
subband coding for audio, image, and video, signal anal-
ysis and representation using wavelets, subband denoising,
and so forth. Diﬀerent applications also call for diﬀerent fil-
ter bank designs and the topic of designing one-dimensional
and multidimentional filter banks for specific applications
has been of great interest.
Recently there has been growing interest in applying mul-
tirate theories to the area of communication systems such as,
transmultiplexers, filter bank transceivers, blind deconvolu-
tion, and precoded systems. There are strikingly many duali-
ties and similarities between multirate systems and multicar-
rier communication systems. Many problems in multicarrier
transmission can be solved by extending results from mul-
tirate systems and filter banks. This exciting research area is
one that is of increasing importance.
The aim of this special issue is to bring forward recent de-
velopments on filter banks and the ever-expanding area of
applications of multirate systems.
Topics of interest include (but are not limited to):
• Multirate signal processing for communications
• Filter bank transceivers
• One-dimensional and multidimensional filter bank
designs for specific applications
• Denoising
• Adaptive filtering
• Subband coding
• Audio, image, and video compression
• Signal analysis and representation
• Feature extraction and classification
• Other applications
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Prospective authors should submit an electronic copy of their
complete manuscripts through the EURASIP JASP man-
uscript tracking system at http://www.mstracking.com/asp/,
according to the following timetable:
Manuscript Due January 1, 2006
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Final Manuscript Due August 1, 2006
Publication Date 4th Quarter, 2006
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Source signal extraction from heterogeneous measurements
has a wide range of applications in many scientific and tech-
nological fields, for example, telecommunications, speech
and acoustic signal processing, and biomedical pattern anal-
ysis. Multiple signal reception through multisensor systems
has become an eﬀective means for signal extraction due to its
superior performance over the monosensor mode. Despite
the rapid progress made in multisensor-based techniques in
the past few decades, they continue to evolve as key tech-
nologies in modern wireless communications and biomedi-
cal signal processing. This has led to an increased focus by the
signal processing community on the advanced multisensor-
based techniques which can oﬀer robust high-quality sig-
nal extraction under realistic assumptions and with minimal
computational complexity. However, many challenging tasks
remain unresolved and merit further rigorous studies. Major
eﬀorts in developing advancedmultisensor-based techniques
may include high-quality signal extraction, realistic theoret-
ical modeling of real-world problems, algorithm complexity
reduction, and eﬃcient real-time implementation.
The purpose of this special issue aims to present state-of-
the-art multisensor signal extraction techniques and applica-
tions. Contributions in theoretical study, performance analy-
sis, complexity reduction, computational advances, and real-
world applications are strongly encouraged.
Topics of interest include (but are not limited to):
• Multiantenna processing for radio signal extraction
• Multimicrophone speech recognition and enhance-
ment
• Multisensor radar, sonar, navigation, and biomedical
signal processing
• Blind techniques for multisensor signal extraction
• Computational advances in multisensor processing
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With the general availability of 3D digitizers, scanners, and
the technology innovation in 3D graphics and computa-
tional equipment, large collections of 3D graphical mod-
els can be readily built up for diﬀerent applications (e.g.,
in CAD/CAM, games design, computer animations, manu-
facturing and molecular biology). For such large databases,
the method whereby 3D models are sought merits careful
consideration. The simple and eﬃcient query-by-content ap-
proach has, up to now, been almost universally adopted in
the literature. Any such method, however, must first deal
with the proper positioning of the 3D models. The two
prevalent-in-the-literature methods for the solution to this
problem seek either
• Pose Normalization: Models are first placed into a
canonical coordinate frame (normalizing for transla-
tion, scaling, and rotation). Then, the best measure of
similarity is found by comparing the extracted feature
vectors, or
• Descriptor Invariance: Models are described in a
transformation invariant manner, so that any trans-
formation of a model will be described in the same
way, and the best measure of similarity is obtained at
any transformation.
The existing 3D retrieval systems allow the user to perform
queries by example. The queried 3Dmodel is then processed,
low-level geometrical features are extracted, and similar ob-
jects are retrieved from a local database. A shortcoming of
the methods that have been proposed so far regarding the
3D object retrieval, is that neither is the semantic informa-
tion (high-level features) attached to the (low-level) geomet-
ric features of the 3D content, nor are the personalization
options taken into account, which would significantly im-
prove the retrieved results. Moreover, few systems exist so
far to take into account annotation and relevance feedback
techniques, which are very popular among the correspond-
ing content-based image retrieval systems (CBIR).
Most existing CBIR systems using knowledge either an-
notate all the objects in the database (full annotation) or
annotate a subset of the database manually selected (par-
tial annotation). As the database becomes larger, full anno-
tation is increasingly diﬃcult because of the manual eﬀort
needed. Partial annotation is relatively aﬀordable and trims
down the heavy manual labor. Once the database is partially
annotated, traditional image analysis methods are used to de-
rive semantics of the objects not yet annotated. However, it
is not clear “howmuch” annotation is suﬃcient for a specific
database and what the best subset of objects to annotate is.
In other words how the knowledge will be propagated. Such
techniques have not been presented so far regarding the 3D
case.
Relevance feedback was first proposed as an interactive
tool in text-based retrieval. Since then it has been proven to
be a powerful tool and has become a major focus of research
in the area of content-based search and retrieval. In the tra-
ditional computer centric approaches, which have been pro-
posed so far, the “best” representations and weights are fixed
and they cannot eﬀectively model high-level concepts and
user’s perception subjectivity. In order to overcome these
limitations of the computer centric approach, techniques
based on relevant feedback, in which the human and com-
puter interact to refine high-level queries to representations
based on low-level features, should be developed.
The aim of this special issue is to focus on recent devel-
opments in this expanding research area. The special issue
will focus on novel approaches in 3D object retrieval, trans-
forms and methods for eﬃcient geometric feature extrac-
tion, annotation and relevance feedback techniques, knowl-
edge propagation (e.g., using Bayesian networks), and their
combinations so as to produce a single, powerful, and domi-
nant solution.
Topics of interest include (but are not limited to):
• 3D content-based search and retrieval methods
(volume/surface-based)
• Partial matching of 3D objects
• Rotation invariant feature extraction methods for 3D
objects
• Graph-based and topology-based methods
• 3D data and knowledge representation
• Semantic and knowledge propagation over heteroge-
neous metadata types
• Annotation and relevance feedback techniques for 3D
objects
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Robustness can be defined as the ability of a system to main-
tain performance or degrade gracefully when exposed to
conditions not well represented in the data used to develop
the system. In automatic speech recognition (ASR), systems
must be robust to many forms of signal degradation, includ-
ing speaker characteristics (e.g., dialect and accent), ambient
environment (e.g., cellular telephony), transmission channel
(e.g., voice over IP), and language (e.g., new words, dialect
switching). Robust ASR systems, which have been under de-
velopment for the past 35 years, have made great progress
over the years closing the gap between performance on pris-
tine research tasks and noisy operational data.
However, in recent years, demand is emerging for a new
class of systems that tolerate extreme and unpredictable vari-
ations in operating conditions. For example, in a cellular
telephony environment, there are many nonstationary forms
of noise (e.g., multiple speakers) and significant variations
in microphone type, position, and placement. Harsh ambi-
ent conditions typical in automotive andmobile applications
pose similar challenges. Development of systems in a lan-
guage or dialect for which there is limited or no training data
in a target language has become a critical issue for a new gen-
eration of voice mining applications. The existence of mul-
tiple conditions in a single stream, a situation common to
broadcast news applications, and that often involves unpre-
dictable changes in speaker, topic, dialect, or language, is an-
other form of robustness that has gained attention in recent
years.
Statistical methods have dominated the field since the early
1980s. Such systems tend to excel at learning the characteris-
tics of large databases that represent good models of the op-
erational conditions and do not generalize well to new envi-
ronments.
This special issue will focus on recent developments in this
key research area. Topics of interest include (but are not lim-
ited to):
• Channel and microphone normalization
• Stationary and nonstationary noise modeling, com-
pensation, and/or rejection
• Localization and separation of sound sources (includ-
ing speaker segregation)
• Signal processing and feature extraction for applica-
tions involving hands-free microphones
• Noise robust speech modeling
• Adaptive training techniques
• Rapid adaptation and learning
• Integration of confidence scoring, metadata, and
other alternative information sources
• Audio-visual fusion
• Assessment relative to human performance
• Machine learning algorithms for robustness
• Transmission robustness
• Pronunciation modeling
Authors should follow the EURASIP JASP manuscript
format described at http://www.hindawi.com/journals/asp/.
Prospective authors should submit an electronic copy of
their complete manuscript through the EURASIP JASPman-
uscript tracking system at http://www.mstracking.com/asp/,
according to the following timetable:
Manuscript Due February 1, 2006
Acceptance Notification June 1, 2006
Final Manuscript Due September 1, 2006
Publication Date 4th Quarter, 2006
GUEST EDITORS:
HerveBourlard, IDIAP Research Institute, Swiss Federal In-
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Special Issue on
Signal Processing Technologies for Ambient
Intelligence in Home-Care Applications
Call for Papers
The possibility of allowing elderly people with diﬀerent kinds
of disabilities to conduct a normal life at home and achieve
a more eﬀective inclusion in the society is attracting more
and more interest from both industrial and governmental
bodies (hospitals, healthcare institutions, and social institu-
tions). Ambient intelligence technologies, supported by ad-
equate networks of sensors and actuators, as well as by suit-
able processing and communication technologies, could en-
able such an ambitious objective.
Recent researches demonstrated the possibility of provid-
ing constant monitoring of environmental and biomedical
parameters, and the possibility to autonomously originate
alarms, provide primary healthcare services, activate emer-
gency calls, and rescue operations through distributed as-
sistance infrastructures. Nevertheless, several technological
challenges are still connected with these applications, rang-
ing from the development of enabling technologies (hard-
ware and software), to the standardization of interfaces, the
development of intuitive and ergonomic human-machine in-
terfaces, and the integration of complex systems in a highly
multidisciplinary environment.
The objective of this special issue is to collect the most
significant contributions and visions coming from both aca-
demic and applied research bodies working in this stimulat-
ing research field. This is a highly interdisciplinary field com-
prising many areas, such as signal processing, image process-
ing, computer vision, sensor fusion, machine learning, pat-
tern recognition, biomedical signal processing, multimedia,
human-computer interfaces, and networking.
The focus will be primarily on the presentation of origi-
nal and unpublished works dealing with ambient intelligence
and domotic technologies that can enable the provision of
advanced homecare services.
This special issue will focus on recent developments in this
key research area. Topics of interest include (but are not lim-
ited to):
• Video-based monitoring of domestic environments
and users
• Continuous versus event-driven monitoring
• Distributed information processing
• Data fusion techniques for event association and au-
tomatic alarm generation
• Modeling, detection, and learning of user habits for
automatic detection of anomalous behaviors
• Integration of biomedical and behavioral data
• Posture and gait recognition and classification
• Interactive multimedia communications for remote
assistance
• Content-based encoding of medical and behavioral
data
• Networking support for remote healthcare
• Intelligent/natural man-machine interaction, person-
alization, and user acceptance
Authors should follow the EURASIP JASP manuscript
format described at http://www.hindawi.com/journals/asp/.
Prospective authors should submit an electronic copy of their
complete manuscripts through the EURASIP JASP man-
uscript tracking system at http://www.mstracking.com/asp/,
according to the following timetable:
Manuscript Due March 1, 2006
Acceptance Notification July 1, 2006
Final Manuscript Due October 1, 2006
Publication Date 1st Quarter, 2007
GUEST EDITORS:
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Special Issue on
Spatial Sound and Virtual Acoustics
Call for Papers
Spatial sound reproduction has become widespread in the
form of multichannel audio, particularly through home the-
ater systems. Reproduction systems from binaural (by head-
phones) to hundreds of loudspeaker channels (such as wave
field synthesis) are entering practical use. The application
potential of spatial sound is much wider than multichan-
nel sound, however, and research in the field is active. Spa-
tial sound covers for example the capturing, analysis, coding,
synthesis, reproduction, and perception of spatial aspects in
audio and acoustics.
In addition to the topics mentioned above, research in vir-
tual acoustics broadens the field. Virtual acoustics includes
techniques and methods to create realistic percepts of sound
sources and acoustic environments that do not exist natu-
rally but are rendered by advanced reproduction systems us-
ing loudspeakers or headphones. Augmented acoustic and
audio environments contain both real and virtual acoustic
components.
Spatial sound and virtual acoustics are among the ma-
jor research and application areas in audio signal processing.
Topics of active study range from new basic research ideas to
improvement of existing applications. Understanding of spa-
tial sound perception by humans is also an important area,
in fact a prerequisite to advanced forms of spatial sound and
virtual acoustics technology.
This special issue will focus on recent developments in this
key research area. Topics of interest include (but are not lim-
ited to):
• Multichannel reproduction
• Wave field synthesis
• Binaural reproduction
• Format conversion and enhancement of spatial
sound
• Spatial sound recording
• Analysis, synthesis, and coding of spatial sound
• Spatial sound perception and auditory modeling
• Simulation and modeling of room acoustics
• Auralization techniques
• Beamforming and sound source localization
• Acoustic and auditory scene analysis
• Augmented reality audio
• Virtual acoustics (sound environments and sources)
• Intelligent audio environments
• Loudspeaker-room interaction and equalization
• Applications
Authors should follow the EURASIP JASP manuscript
format described at http://www.hindawi.com/journals/asp/.
Prospective authors should submit an electronic copy of
their complete manuscript through the EURASIP JASPman-
uscript tracking system at http://www.mstracking.com/asp/,
according to the following timetable:
Manuscript Due May 1, 2006
Acceptance Notification September 1, 2006
Final Manuscript Due December 1, 2006
Publication Date 1st Quarter, 2007
GUEST EDITORS:
Ville Pulkki, Helsinki University of Technology, Espoo,
Finland; ville@acoustics.hut.fi
Christof Faller, EPFL, Lausanne, Switzerland;
christof.faller@epfl.ch
Aki Harma, Philips Research Labs, Eindhoven, The
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Finland; ktlokki@cc.hut.fi
Werner de Bruijn, Philips Research Labs, Eindhoven, The
Netherlands; werner.de.bruijn@philips.com
Hindawi Publishing Corporation
http://www.hindawi.com
EURASIP JOURNAL ON APPLIED SIGNAL PROCESSING
Special Issue on
Advances in Electrocardiogram Signal
Processing and Analysis
Call for Papers
Since its invention in the 19th century when it was little
more than a scientific curiosity, the electrocardiogram (ECG)
has developed into one of the most important and widely
used quantitative diagnostic tools in medicine. It is essential
for the identification of disorders of the cardiac rhythm, ex-
tremely useful for the diagnosis and management of heart
abnormalities such as myocardial infarction (heart attack),
and oﬀers helpful clues to the presence of generalised disor-
ders that aﬀect the rest of the body, such as electrolyte distur-
bances and drug intoxication.
Recording and analysis of the ECG now involves a con-
siderable amount of signal processing for S/N enhancement,
beat detection, automated classification, and compression.
These involve a whole variety of innovative signal processing
methods, including adaptive techniques, time-frequency and
time-scale procedures, artificial neural networks and fuzzy
logic, higher-order statistics and nonlinear schemes, frac-
tals, hierarchical trees, Bayesian approaches, and parametric
models, amongst others.
This special issue will review the current status of ECG
signal processing and analysis, with particular regard to re-
cent innovations. It will report major achievements of aca-
demic and commercial research institutions and individuals,
and provide an insight into future developments within this
exciting and challenging area.
This special issue will focus on recent developments in this
key research area. Topics of interest include (but are not lim-
ited to):
• Beat (QRS complex) detection
• ECG compression
• Denoising of ECG signals
• Morphological studies and classification
• ECG modeling techniques
• Expert systems and automated diagnosis
• QT interval measurement and heart-rate variability
• Arrhythmia and ischemia detection and analysis
• Interaction between cardiovascular signals (ECG,
blood pressure, respiration, etc.)
• Intracardiac ECG analysis (implantable cardiovascu-
lar devices, and pacemakers)
• ECGs and sleep apnoea
• Real-time processing and instrumentation
• ECG telemedicine and e-medicine
• Fetal ECG detection and analysis
• Computational tools and databases for ECG educa-
tion and research
Authors should follow the EURASIP JASP manuscript
format described at http://www.hindawi.com/journals/asp/.
Prospective authors should submit an electronic copy of their
complete manuscripts through the EURASIP JASP man-
uscript tracking system at http://www.mstracking.com/asp/,
according to the following timetable:
Manuscript Due May 1, 2006
Acceptance Notification September 1, 2006
Final Manuscript Due December 1, 2006
Publication Date 1st Quarter, 2007
GUEST EDITORS:
William Sandham, Scotsig, Glasgow G12 9pf, UK;
w.sandham@scotsig.co.uk
David Hamilton, Department of Electronic and Electrical
Engineering, University of Strathclyde, Glasgow G1 1XW,
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Special Issue on
Emerging Signal Processing Techniques
for Power Quality Applications
Call for Papers
Recently, end users and utility companies are increasingly
concerned with perturbations originated from electrical
power quality variations. Investigations are being carried out
to completely characterize not only the old traditional type
of problems, but also new ones that have arisen as a re-
sult of massive use of nonlinear loads and electronics-based
equipment in residences, commercial centers, and industrial
plants. These nonlinear load eﬀects are aggravated bymassive
power system interconnections, increasing number of diﬀer-
ent power sources, and climatic changes.
In order to improve the capability of equipments applied
to monitoring the power quality of transmission and dis-
tribution power lines, power systems have been facing new
analysis and synthesis paradigms, mostly supported by signal
processing techniques. The analysis and synthesis of emerg-
ing power quality and power system problems led to new re-
search frontiers for the signal processing community, focused
on the development and combination of computational in-
telligence, source coding, pattern recognition, multirate sys-
tems, statistical estimation, adaptive signal processing, and
other digital processing techniques, implemented in either
DSP-based, PC-based, or FPGA-based solutions.
The goal of this proposal is to introduce powerful and ef-
ficient real-time or almost-real-time signal processing tools
for dealing with the emerging power quality problems. These
techniques take into account power-line signals and comple-
mentary information, such as climatic changes.
This special issue will focus on recent developments in this
key research area. Topics of interest include (but are not lim-
ited to):
• Detection of transients
• Classification of multiple events
• Identification of isolated and multiple disturbance
sources
• Compression of voltage and current data signals
• Location of disturbance sources
• Prediction of transmission and distribution systems
failures
• Demand forecasting
• Parameters estimation for fundamental, harmonics,
and interharmonics
Digital signal processing techniques applied to power
quality applications are a very attractive and stimulating area
of research. Its results will provide, in the near future, new
standards for the decentralized and real-time monitoring of
transmission and distribution systems, allowing to closely
follow and predict power system performance. As a result,
the power systems will be more easily planned, expanded,
controlled, managed, and supervised.
Authors should follow the EURASIP JASP manuscript
format described at http://www.hindawi.com/journals/asp/.
Prospective authors should submit an electronic copy of their
complete manuscripts through the EURASIP JASP man-
uscript tracking system at http://www.mstracking.com/asp/,
according to the following timetable:
Manuscript Due May 1, 2006
Acceptance Notification September 1, 2006
Final Manuscript Due December 1, 2006
Publication Date 2nd Quarter, 2007
GUEST EDITORS:
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Federal University of Juiz de Fora, CEP 36036-330, Juiz de
Fora, Brazil; mribeiro@ieee.org
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NEWS RELEASE
Nominations Invited for the Institute of Acoustics
2006 A BWoodMedal
The Institute of Acoustics, the UK’s leading professional
body for those working in acoustics, noise and vibration, is
inviting nominations for its prestigious A B Wood Medal for
the year 2006.
The A BWood Medal and prize is presented to an individ-
ual, usually under the age of 35, for distinguished contribu-
tions to the application of underwater acoustics. The award
is made annually, in even numbered years to a person from
Europe and in odd numbered years to someone from the
USA/Canada. The 2005 Medal was awarded to Dr A Thode
from the USA for his innovative, interdisciplinary research in
ocean and marine mammal acoustics.
Nominations should consist of the candidate’s CV, clearly
identifying peer reviewed publications, and a letter of en-
dorsement from the nominator identifying the contribution
the candidate has made to underwater acoustics. In addition,
there should be a further reference from a person involved
in underwater acoustics and not closely associated with the
candidate. Nominees should be citizens of a European Union
country for the 2006 Medal. Nominations should be marked
confidential and addressed to the President of the Institute of
Acoustics at 77A St Peter’s Street, St. Albans, Herts, AL1 3BN.
The deadline for receipt of nominations is 15 October 2005.
Dr Tony Jones, President of the Institute of Acoustics,
comments, “A B Wood was a modest man who took delight
in helping his younger colleagues. It is therefore appropriate
that this prestigious award should be designed to recognise
the contributions of young acousticians.”
Further information and an nomination form
can be found on the Institute’s website at
www.ioa.org.uk.
A BWood
Albert Beaumont Wood was born in Yorkshire in 1890 and
graduated from Manchester University in 1912. He became
one of the first two research scientists at the Admiralty to
work on antisubmarine defence. He designed the first direc-
tional hydrophone and was well known for the many contri-
butions he made to the science of underwater acoustics and
for the help he gave to younger colleagues. The medal was
instituted after his death by his many friends on both sides of
the Atlantic and was administered by the Institute of Physics
until the formation of the Institute of Acoustics in 1974.
PRESS CONTACT
Judy Edrich
Publicity & Information Manager, Institute of Acoustics
Tel: 01727 848195; E-mail: judy.edrich@ioa.org.uk
EDITORS NOTES
The Institute of Acoustics is the UK’s professional body
for those working in acoustics, noise and vibration. It was
formed in 1974 from the amalgamation of the Acoustics
Group of the Institute of Physics and the British Acoustical
Society (a daughter society of the Institution of Mechanical
Engineers). The Institute of Acoustics is a nominated body of
the Engineering Council, oﬀering registration at Chartered
and Incorporated Engineer levels.
The Institute has some 2500 members from a rich di-
versity of backgrounds, with engineers, scientists, educa-
tors, lawyers, occupational hygienists, architects and envi-
ronmental health oﬃcers among their number. This multi-
disciplinary culture provides a productive environment for
cross-fertilisation of ideas and initiatives. The range of in-
terests of members within the world of acoustics is equally
wide, embracing such aspects as aerodynamics, architectural
acoustics, building acoustics, electroacoustics, engineering
dynamics, noise and vibration, hearing, speech, underwa-
ter acoustics, together with a variety of environmental as-
pects. The lively nature of the Institute is demonstrated by
the breadth of its learned society programmes.
For more information please visit our site at
www.ioa.org.uk.
HIGH-FIDELITY MULTICHANNEL 
AUDIO CODING
Dai Tracy Yang, Chris Kyriakakis, and C.-C. Jay Kuo
This invaluable monograph addresses the speciﬁc needs of audio-engineering students and researchers who are either learning about the topic or using it as a reference book on 
multichannel audio compression. This book covers a wide range 
of knowledge on perceptual audio coding, from basic digital signal 
processing and data compression techniques to advanced audio 
coding standards and innovative coding tools. It is the only book 
available on the market that solely focuses on the principles of high-
quality audio codec design for multichannel sound sources.
This book includes three parts. The ﬁrst part covers the basic topics 
on audio compression, such as quantization, entropy coding, 
psychoacoustic model, and sound quality assessment. The second 
part of the book highlights the current most prevalent low-bit-rate 
high-performance audio coding standards—MPEG-4 audio. More 
space is given to the audio standards that are capable of supporting 
multichannel signals, that is, MPEG advanced audio coding (AAC), 
including the original MPEG-2 AAC technology, additional MPEG-
4 toolsets, and the most recent aacPlus standard. The third part of 
this book introduces several innovative multichannel audio coding 
tools, which have been demonstrated to further improve the coding performance and expand the available 
functionalities of MPEG AAC, and is more suitable for graduate students and researchers in the advanced 
level.
Dai Tracy Yang is currently Postdoctoral Research Fellow, Chris Kyriakakis is Associated Professor, and C.-C. Jay 
Kuo is Professor, all afﬁliated with the Integrated Media Systems Center (IMSC) at the University of Southern 
California.
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EURASIP Book Series on Signal Processing and Communications
The EURASIP Book Series on Signal Processing and Communications publishes monographs, 
edited volumes, and textbooks on Signal Processing and Communications. For more information 
about the series please visit: http://hindawi.com/books/spc/about.html
For more information and online orders please visit: http://www.hindawi.com/books/spc/volume-1/
For any inquiries on how to order this title please contact books.orders@hindawi.com
EURASIP Book Series on SP&C, Volume 1, ISBN 977-5945-08-9
The EURASIP Book Series on Signal Processing and Communications publishes monographs, 
edited volumes, and textbooks on Signal Processing and Communications. For more information 
about the series please visit: http://hindawi.com/books/spc/about.html
For more information and online orders please visit: http://www.hindawi.com/books/spc/volume-2/
For any inquiries on how to order this title please contact books.orders@hindawi.com
EURASIP Book Series on SP&C, Volume 2, ISBN 977-5945-07-0
Recent advances in genomic studies have stimulated synergetic research and development in many cross-disciplinary areas. Genomic data, especially the recent large-scale microarray gene 
expression data, represents enormous challenges for signal processing 
and statistics in processing these vast data to reveal the complex biological 
functionality. This perspective naturally leads to a new ﬁeld, genomic 
signal processing (GSP), which studies the processing of genomic signals 
by integrating the theory of signal processing and statistics. Written by 
an international, interdisciplinary team of authors, this invaluable edited 
volume is accessible to students just entering this emergent ﬁeld, and to 
researchers, both in academia and industry, in the ﬁelds of molecular 
biology, engineering, statistics, and signal processing. The book provides 
tutorial-level overviews and addresses the speciﬁc needs of genomic 
signal processing students and researchers as a reference book.
The book aims to address current genomic challenges by exploiting 
potential synergies between genomics, signal processing, and statistics, 
with special emphasis on signal processing and statistical tools for 
structural and functional understanding of genomic data. The book is partitioned into three parts. In part I, a 
brief history of genomic research and a background introduction from both biological and signal-processing/
statistical perspectives are provided so that readers can easily follow the material presented in the rest of the 
book. In part II, overviews of state-of-the-art techniques are provided. We start with a chapter on sequence 
analysis, and follow with chapters on feature selection, clustering, and classiﬁcation of microarray data. The 
next three chapters discuss the modeling, analysis, and simulation of biological regulatory networks, especially 
gene regulatory networks based on Boolean and Bayesian approaches. The next two chapters treat visualization 
and compression of gene data, and supercomputer implementation of genomic signal processing systems. Part 
II concludes with two chapters on systems biology and medical implications of genomic research. Finally, part 
III discusses the future trends in genomic signal processing and statistics research.
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GENOMIC SIGNAL PROCESSING
AND STATISTICS
Edited by: Edward R. Dougherty, Ilya Shmulevich, Jie Chen, and Z. Jane Wang
EURASIP Book Series on Signal Processing and Communications
